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kEYED NOTES:

1. Existing framed deck and stair to remain.

2. Remove brick pavers.

3. Concrete steps to remain - install optional

new rail.

4. remove Stone wall to beyond new conc.

slab.

5. Stone wall to remain.

6. Stone wall and brick pavers to remain.

7. Existing drain location to remain.

8. location of existing riser or step to remain.

9. Remove planter area and adjacent brick

pavers.

10. Existing foundation to remain.

11. 8" conc. foundation with 2 #4 rebar top and

bottom on 24” x 8” conc. footing 2'-6" min.

below grade w/ 2 #4  rebar - typical.

12. Remove windows at foundation and install

conc. block at infill of opening at new

raised patio - see detail 2 sheet 1.

13. 24" diam. concrete piers to 30" min. below

slab or to virgin grade.

14. Prefab simulated stone pavers or similar

over 3 1/2 inch concrete slab on 34" clean

rock backfill.

15. terminate conc. foundation at corner of

foundation.

16. #4 bent rebar at 36 on Center at slab to

foundation termination - typical at

perimeter.

17. 16" wide foundation under new stone

retaining wall at relocated planter - see

detail 3 sheet 1.

18. Terminate stone veneer at existing stone

wall beyond.

19. Pour new Conc. foundation along side

existing retaining wall as needed to align

properly beyond at House.

20. stone pilaster above - bear on conc. slab.

21. remove tread at raised slab - cut back

stringer to bear on new stone pavers.

22. #4 rebar pin at 36" o.c. at new slab.

23. # bent rebar at 36" o.c.

24. locate outside face of stone veneer 4"

beyond existing stone wall.

remove adjacent siding and

reinstall matching siding

over new window opening -

provide treated inset

nailers or similar

conc. block infill at

previous window opening

pavers on new raised slab

existing foundation

remove pavers

30'-0"

setback

S 88° 58' 29" e  251.83'

matching stone veneer

and cap

8" conc. block to below

slab and / or finish grade

1'-0" wide conc. foundation

on 24" x 8" conc. footing

2'-6" min. below grade

2 #4 rebar top and

bottom

pavers on new raised slab

site plan
SCALE : 1" = 20'-0"

NORTH

demolition PLAN
SCALE : 3/16" = 1'-0"
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foundation PLAN
SCALE : 1/4" = 1'-0"

detail2

2 SCALE : 3/4" = 1'-0"

detail1

2 SCALE : 3/4" = 1'-0"

infill window opng planter wall
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kEYED NOTES:

1. Existing wood framed deck and stair to

remain - re-align tread with raised slab.

2. Raised new patio area one riser height at

new raised patio surface.

3. Raised new patio area one riser height -

remove windows and infill opening w/ conc.

block.

4. Simulated stone pavers Over 3 1/2 inch

concrete slab backfill with three-quarter

inch clean rock to virgin grade Dash

slope away from house to drains.

5. Riser or step at new raised slab height.

6. existing riser or step to remain.

7. New masonry serving counter w/ below

counter refrigerator and stainless steel

cabinet - see detail 1 sheet 2.

8. box bm. to clear window.

9. 4"-0" high Conc. pilaster With matching

stone veneer at 8 x 8 treated bearing post

- see detail 1 sheet 1.

10. void

11. 3'-0" high countertop at full stone niche at

wood storage - see interior elevation 1

sheet 2 - install single layer of stone at

walls to expose stone finish at interior.

12. 42” wide “Isokern" Prefab wood burning

masonry fireplace with matching stone

veneer - installed per manufacturers

specifications.

13. Line of decorative box beam above - see

detail 4 sheet 2.

14. Cast stone cap or similar.

15. Existing Stone wall to remain.

16. Existing stone wall and brick pavers to

remain.

17. Existing air conditioner condensers to

remain.

18. Existing concrete stair to remain replace

railing.

19. Line of perimeter trey Soffit.

align inside face of parapet with corner of

remain.

18. Existing concrete stair to remain replace

railing.

19. Line of perimeter trey Soffit.

20. align inside face of parapet with corner of

existing wall.

21. Install non-corrosive flashing at existing

brick fireplace.

22. Existing wood siding to remain. Typical.

23. Install non-corrosive flashing at existing

wall termination.

24. Important - align bottom of tray soffit to

top of window trim at existing window.

25. 18" high concrete block hearth with

matching stone veneer.

26. Arch stone fireplace opening at Prefab

"isoKern" block fireplace with matching

stone veneer.

27. Matching brick veneer - paint - over conc.

block flue - install per manuf.

specifications

28. Important - align bottom of trey soffit w/

top of trim at window beyond existing family

room - clear trey or dropped soffit at

existing chimney - See interior elevation 2

sheet 1.

29. Install non-corrosive flashing at Brick

veneer - typical

30. matching Double brick rowlock and

soldier crs. - paint.

31. Matching clay flue and conc. wash.

32. Existing roofing to remain

33. Tpo (thermoplastic polyolefin) single-ply

roofing membrane - Install per

manufacturer specs.

34. Built up Roof cricket to drain at roof

scupper - see right elevation Sheet 3 - .

Install per manufacture specs.

35. 1 x composite cap at parapet wall - see

detail 1 sheet 4.

stained 1 x 4 pre stained bd.at ceiling.

detail 1 sheet 4.

36. stained 1 x 4 pre stained bd.at ceiling.

37. existing drain location.

38. new floor drain - connect to existing.

39. 3'-0" high granite top on stone veneer at

wood storage - see detail 3 sheet 2.

40. natural stone cap over stone rowlock.

41. granite counter top over masonry veneer

and conc. blk.

42. terminate face of parapet wall 3" beyond

corner of the house.

43. locate stone veneer at fireplace to 4"

beyond existing adjacent stone wall.

44. roof scupper - install per manuf. specs.

45. cut back stringer to allow for removal of

one riser at new raised slab.

granite counter top

single veneer stone

veneer - finish grout at

exposed interior side

existing stone wall to remain

continue stone paver to

inside of wood storage

#4 bent rebar at 36" o.c. at

slab to foundation

termination

8" wide conc. foundation w/ 2

#4 rebar

back to back 3" x 3" x 1
4"

stl. lintel over opening at

prefab storage bin - verify

configuration w/ owner

7
16" o.s.b. sheathing at

underside of truss

2 x 8 nailer

mono truss

roof sheathing

1 x 8 composite - paint

FIRST FLOOR PLAN
SCALE : 1/4" = 1'-0"

roof PLAN
SCALE : 1/4" = 1'-0"

interior elevation1

2 SCALE : 3/8" = 1'-0"

building section2

2 SCALE : 3/8" = 1'-0"
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kEYED NOTES:

1. Existing wood framed deck and stair to

remain - realign tread with raised slab.

2. Raised new patio area one riser height -

add framed wall properly to minimize

moisture wicking – see detail 1X sheet X.

3. Riser or step at new raised slab height.

4. scupper location - allow for roof cricket

- continue new downspout along existing

corner trim.

5. masonry serving counter with stainless

steel cabinet below - see detail 2 sheet 4.

6. 4"-0" high Conc. pilaster With matching

stone veneer.

7. 8 x 8 treated bearing post w/ composite

wrap - match front porch at house - see

detail 1 sheet 4.

8. composite corbel by 'fypon' bht8x7x18 - see

sht. 3 for spacing

9. 3'-0" high countertop at full stone niche at

wood storage see interior elevation 2 sheet

2.

10. Cast stone cap or similar.

11. Existing stone wall to remain.

12. align inside face of parapet with corner of

existing wall.

13. Existing wood siding to remain. Typical.

14. Matching brick veneer - paint - over conc.

block chimney - install per manuf.

specifications

15. Double brick rowlock and soldier crs. w/

matching brick veneer - paint.

16. Matching clay flue and conc. wash.

17. Existing roofing to remain

18. 1 x composite cap and 1 x 6 trim over 1 x 4

at parapet wall - see  detail 1 sheet 4.

19. important - top of roof and flashing to

clear bottom of this window.

20. 1 x 6 composite trim over composite

sheathing - typical.

21. relocate downspout to in front of new

parapet.

22. remove windows at foundation and install

conc. block at infill of opening at new

raised patio - see detail 2 sheet 1.

23. relocated planting area at new conc.

block wall w/ matching stone veneer and

cap.

24. remove metal housing at basement - frame

in opening and install matching siding over

housewrap - typical.

25. install siding over housewrap at removed

siding area.

26. line of flat screen location.

27. install roof cricket w/ non corrosive

flashing at parapet wall.

28. locate top of cap at new planter to be 2"

below top of adjacent new pavers..

REAR elevation
SCALE : 1/4" = 1'-0"

RIGHT elevation
SCALE : 1/4" = 1'-0"
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